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Modular Drill

DMW - High Performance Exchangeable Drlll ’
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e One tool holder can be used for many different insert sizes.

e DMW modular drills are higher precision than traditional indexable drills.
e The holder 3xD, 5xD... are good for chip removal due to polished flutes.
e DMW series has optimal coolant delivery to the insert cutting edge.

e The geometry design on modular insert has high performance for deep drilling.
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DMW Modular Drill

Insert Specification

S Dimensions (mm)
A S

DMWA1400 14.00 4.0
DMWA1450 14.50 4.0
DMWA1500 15.00 4.0
DMWA1550 15.50 4.0 .
DMWA1600 16.00 4.5
DMWA1650 16.50 4.5
DMWA1700 17.00 4.5
DMWA1750 17.50 4.5

*Customized sizes (two decimal places) are acceptable.

Insert Grade

Grade Type Machining Application Industry area
e General machining e Auto parts
CX33TS e For Carbon steel, Alloy steel and e Machinery parts
Stainless steel e Aircraft parts

X Different grades for various applications are available to select, please contact us for more information.

Order Code

Working Material

Insert Order No. Designation -I_
IDMWA1400FM33TS DMWA1400-FM-CX33TS ® 0 o [
IDMWA1450FM33TS DMWA1450-FM-CX33TS ® 0 o [
IDMWA1500FM33TS DMWA1500-FM-CX33TS ® O o o

S 33TS DMWA1550-FM-CX33TS

F,,... IDMWA1550FM o o | o [
4 IDMWA1600FM33TS DMWA1600-FM-CX33TS ® O o o
IDMWA1650FM33TS DMWA1650-FM-CX33TS ® O o [
IDMWA1700FM33TS DMWA1700-FM-CX33TS ® O o [
IDMWA1750FM33TS DMWA1750-FM-CX33TS ® 0 o o
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DMW Modular Drill Holders

I

Unit:mm

3xD

Dimensions, mm @

Order No. Insert Screw Wrench |8

D L1 [ L2 | L3 | L d %

IDMW3140020 14.0~149| 42 [ 71 | 48 | 119 | 20 DMWA14 OO °
ITWA3012 TK10

IDMW3150020 150~159| 45 [ 77 | 50 | 127 | 20 DMWA15 OO °

IDMW3160020 16.0~169| 48 | 82 | 50 | 132 | 20 DMWA16 OOCI °
ITWA3514 TK15

IDMW3170020 17.0~179| 51 | 82 | 50 | 132 | 20 DMWA17 OO °

5xD

Dimensions, mm @

Order No. Insert Screw Wrench |8

D L1 [ L2 | L3 | L d %

IDMW5140020 14.0~149| 70 | 99 | 48 | 147 | 20 DMWA14 OO °
ITWA3012 TK10

IDMW5150020 150~159| 75 [ 107 | 50 | 157 | 20 DMWA15 OO °

IDMW5160020 16.0~169| 80 | 114 | 50 | 164 | 20 DMWA16 CICI °
ITWA3514 TK15  —

IDMW5170020 17.0~179| 85 [ 116 | 50 | 166 | 20 DMWA17 OO °

@ stock O by inquiry

Made to order other specification (7xD, 10xD...) is acceptable.

Recommended Cutting Conditions

fr (mm/rev)
Work Material Ve (m/min)
14.0mm < @D < 15.9mm | 16.0mm < @D < 17.9mm
Carbon Steel 70 - 105 - 140 0.18-0.27 - 0.35 0.23-0.30-0.38
Alloy Steel 55-95-135 0.15-0.23-0.30 0.20-0.28 - 0.35
Stainless Steel 40-55-70 0.13-0.19-0.25 0.15-0.23-0.30
Cast Iron 70-105 - 140 0.18-0.27 - 0.35 0.20-0.30-0.40
High Temperature Alloy 20-35-50 0.10-0.15-0.20 0.12-0.17 - 0.22

WINSTAR CUTTING TECHNOLOGIES CORP.
No. 10, Gongye 6th Rd., Annan Dist., Tainan City 709, Taiwan

(Tainan Technology Industrial Park)

TEL : +886-6-3840386 FAX : +886-6-3840387
@ www.winstarcutting.com X info@winstarcutting.com




